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AMENDMENTS TO THE CLAIMS 

Please CANCEL claims 1-17 without prejudice or disclaimer. 
Please ADD new claims 18-32, as follows. 

1-17. (Cancelled) 

18. (New) A display device, comprising: 
a display panel displaying an image; 

a first connecting member attached to a first portion of the display panel; 

a first printed circuit board (PCB) electrically coupled to the display panel through the 
first connecting member, the first connecting member being attached to a first portion of the first 
PCB; 

a second connecting member attached to a second portion of the first PCB; and 
a second PCB electrically connected to the first PCB throughihe second connecting 
member, the second connecting member attached to a first portion of the second PCB. 

19. (New) The display device of claim 18, wherein the first connecting member is 
attached to a first edge of the display panel. 

20. (New) The display device of claim 19, wherein the first connecting member is a 
tape carrier package (TCP). 
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21 . (New) The display device of claim 20, wherein the TCP comprises an driver 
integrated circuit (IC). 

22. (New) The display device of claim 18, wherein the first PCB is a source PCB. 

23. (New) The display device of claim 22, wherein the first connection member is 
attached to a first edge of the source PCB and the second connection member is attached to a 
second edge of the source PCB. 

24. (New) The display device of claim 18, wherein the second connecting member is 
a flexible printed circuit (FPC). 

25. (New) The display device of claim 1 8, wherein the second PCB is a control PCB. 

26. (New) The display device of claim 25, wherein the control PCB generates a 
timing signal for the display panel. 

27. (New) The display device of claim 18, further comprising a third connecting 
member attached to a second portion of the display panel. 

28. (New) The display device of claim 27, wherein the third connecting member is a 
tape carrier package (TCP). 
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29. (New) The display device of claim 28, wherein the TCP comprising an driving 
integrated circuit (IC). 

30. (New) The display device of claim 27, further comprising a third PCB electrically 
connected to the display panel through the third connecting member. 

3 1 . (New) The display device of claim 30, wherein the third PCB is a gate PCB. 

32. (New) The display device of claim 31, wherein the display device comprises more 
than one first PCB. 
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